
ORGANIC CONTENT TEST
ASTM D-2974

Method C
Consulting Engineers
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Boring / Source Sample No. Depth (ft.) Moisture Content (%) Organic Content (%)
09-102 14A 30.5-31.5 1.03 3.37
09-106 13A 24.25-26.0 0.15 1.50
09-107 15A 28.5-30.0 51.20 2.61

09-605B OST-3 32.5-35.0 Note 1 3.51
09-605B OST-4 40.0-42.5 Note 1 0.63
09-605B OST-5 42.5-44.5 Note 1 0.26
09-605B OST-6 44.5-46.5 Note 1 0.20
09-604B OST-3 56.0-58.0 Note 1 0.60
09-604B OST-4 58.5-61.0 Note 1 2.77
09-605B OST-1 28.0-30.5 Note 1 0.06
09-605B OST-2 30.5-32.0 Note 1 0.14
09-102B OST- 2 29.5'-32.0' Top 43.97 6.59
09-102B OST- 2 29.5'-32.0' Bottom 24.14 3.39
09-303B OST-8 85.0-87.5 Note 1 0.89
09-408B OST-1 15.0-17.5 Note 1 0.44
09-500B OST-1 10.0-12.5 Note 1 1.11
09-500B OST-3 24.0-26.5 Note 1 1.05
09-103B OST-1 20.0-22.5 Note 1 2.28
09-103B OST-2 35.5-39.0 32.23 2.18
09-301B OST-1 25.0-27.5 Note 1 4.08
09-303B OST-2 30.0-32.5 Note 1 0.57
09-303B OST-6 80.0-82.5 Note 1 0.45
09-408 18A 35.5-36.0 48.48 3.62
09-500 15.00 28.0-29.0 50.35 5.68
09-600 21A 45.0-45.5 Note 1 3.49

**  Note:  Test performed by heating the sample to 440 degrees Centigrade until constant weight of ash is attained.
**  Note 1:  Test performed on previously oven dried sample
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